R Y Xy X RNy Xy KKK KX KKK KK KKK Kk K XK KOO0 XXX X KXY XL XXX XN 8 OO e O O O O O O A S TN AR R R R AN AR R R AR AR RY (\?ﬁllij

®

Strojirensky zkusebni ustav, s.p., Hudcova 424/56b, Medlanky, 621 00 Brno, Ceska republika
Certifikagni organ certifikujici produkty
Engineering Test Institute, Public Enterprise, Hudcova 424/56b, Medlanky, 621 00 Brno,
Czech Republic
Product Certification Body
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CERTIFIKAT /| CERTIFICATE

Cislo: ‘
Ciso:  CPR-B-00594-22

Vyrobce: Gavryliv&Sons LLC.
Manufacturer: st. Skolivskya 14
82400 Stryi
UKRAINE
Vyrobek: Krbova viozka na dfevo
Product: Fireplace insert for wood
Typové oznaceni: 37x52, 42x60, 60x42, 70x52, 80x52, 76x62, 95x52, 90x75,
Type designation: 110x52, 120x54

viz 2. strana / see Page 2

Aplikovana harmonizovana normai: CSN EN 13229:2002/A2:2005 Tab. ZA 1
Harmonized standard applied:

Podklad pro vydani certifikatu: Protokol o posouzeni vlastnosti stavebniho vyrobku
Basis of Certificate issuance: &. 1015-CPR-32-10707/1/TZ ze dne 2022-04-12
Report on assessment of the performance of construction
product 1015-CPR-32-10707/1/TZ of 2022-04-12

Strojirensky zku$ebni ustav, s.p., potvrzuje, Ze posoudil vlastnosti stavebniho vyrobku v souladu
s ustanovenim bodu 1.4 (b) Systém 3 pfilohy V nafizeni Evropského parlamentu a Rady (EU)
&. 305/2011 ze dne 9. bfezna 2011 (nafizeni o stavebnich vyrobcich neboli CPR), v platném znéni, a
stanovil vlastnosti zékladnigh charakteristik stavebniho vyrobku.

Strojirensky zkus$ebni ustav, s.p. (Engineering Test Institute, Public Enterprise) hereby confirms that it has carried
out an assessment of the performance of the construction product in accordance with Item 1.4 (b), System 3,
Annex V of Regulation (EU) No. 305/2011 of the European Parliament and of the Council of 9 March 2011
(Construction Products Regulation — CPR) as amended, and has determined the performance of essential
characteristics of the construction product.

Pouzité certifikaéni schéma: SZU-1a:2020.00 (vychazi ze schématu 1a ISO/IEC 17067, zaloZeno na
zkous$eni a inspekci).

Product certification scheme applied: SZU-1a:2020.00 (based on Scheme 1a of ISO/IEC 17067 which is based
on testing and inspection).

Tento certifikat nenahrazuje pfislu$ny dokument vydany oznamenym subjel;(em.
This Certificate is not a substitute for relevant document issued by Notified Body.
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Brno, 2022-04-19

Ing. Tomas Hruska
feditel — Director
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Strojirensky zkuSebni ustay, s.p., Hudcova 424/56b, 621 00 Brno, Ceska republika
Engineering Test Institute, public enterprise, Hudcova 424/56b, 621 00 Brno, Czech Republic
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Specifikace variant:
Specification of versions:

L smenoviy | SPoep a1 BN |
Typ (mm) vyk9n Fuel Flue gas Prrovemni wah
Nominal ; Flue draught
Type Vyska &itka | Hloubka |  output conslitipion | connect (Pa)
Height Width Depth (kW) (kg/h) (mm)
37x52 1055 438 445 7.5 2.1 145 11
42x60 1072 780 437 8.5 2.5 145 11
60x42 1126 493 555 9.0 2.9 145 11
70x52 1055 438 442 11.5 3:3 175 11
80x52 1067 884 446 12.0 3.7 175 11
76x62 1132 864 447 13.5 4.0 195 11
95x52 1082 1034 426 14.0 4.4 195 11
90x75 1705 1053 582 16.0 4.7 245 12
110x52 1322.5 1249 556 17.0 5.1 245 12
120x54 1535.5 1344.5 555 17.5 5.4 245 - 12

Poznamka: jednotlivé varianty se li$i pouze svym designem a velikosti modelové fady.
Note: Versions differ only in their design and range size.

PRAVIDLA PRO NAKLADANI S CERTIFIKATEM

Certifikat mGze byt pouzivan v dobé jeho platnosti a jenom za predpokladu, Ze plati ustanoveni normy, podie
které byl vyrobek certifikovan.

Certifikat se miZe pouzivat pouze jako certifikat vyrobku, jehoz specifikace je uvedena na 1. a 2. strané. To plati i
pro pouziti v reklamnich, propagacnich a komer¢nich materialech. Bez pisemného souhlasu SZU, s.p., se nesmi
certifikat reprodukovat jinak nez cely. Neopravnéné nebo klamavé pouziti certifikdtu mize mit za nasledek jeho
odnéti.

Je zakazano ménit, dopliovat nebo prepisovat Udaje v certifikatu.

Certifikatem nelze dokladat viastnosti vyrobku, u nichz byla provedena bez souhlasu Strojirenského zkuSebniho
Ustavu, s.p., zména ovliviiujici shodu s pouzitou normou.

Certifika&ni organ pozaduje, aby drzitel certifikatu vedl zaznamy o vech stiznostech a opatienich k naprave,
které se tykaji vyrobku, na néz se vztahuje tento certifikat.

RULES FOR USING THE CERTIFICATE

This Certificate may only be used within the period of its validity and provided the provisions of the standard
according to which the product has been certificated remain valid.

The Certificate may only be used as a certificate for the product specified on Pages 1 and 2. This also applies to
its use in advertising, promotional and commercial materials. This document may be copied in its entirety without
written consent of the Engineering Test Institute. Unauthorized or deceptive use of the Certificate may result in its
withdrawal.

It is prohibited to change, amend or overwrite the data contained in the Certificate.

The Certificate may not be used to document the properties of the product changed without consent of the
Engineering Test Institute in such a way that conformity with the standard applied has been affected.

The Certification Body requires the Certificate holder to keep records of all the complaints and corrective actions
relating to the products covered by this Certificate.
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